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in any form or by any means to persons not employed by a Eurotherm group company without written permission from Eurotherm Drives Ltd.
Although every effort has been taken to ensure the accuracy of this document it may be necessary,
without notice, to make amendments or correct omissions. Eurotherm Drives cannot accept responsibility
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Eurotherm Drives warrants the goods against defects in design, materials and workmanship for
the period of 12 months from the date of delivery on the terms detailed in Eurotherm Drives

Standard Conditions of Sale IA058393C.

Eurotherm Drives reserves the right to change the content and product specification without
notice.

© COPYRIGHT in this document is reserved to Eurotherm Drives Ltd.
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This manual is to be made available to all persons who are required to configure, install or service the
equipment described herein or any other associated operation.
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The 514C controller is intended for use in an Industrial Environment, it should be mounted
within an enclosure which provides protection to the controller and the user.

The controller should be permanently earthed at the terminals provided.

The 514C controller is designed to control the speed of a DC Shunt wound or permanent
magnet motor. It will provide control of the motor speed in all 4 Quadrants of operation.

The controllers are designed to operate from a single phase AC mains supply in the range of
110 Vac to 415 Vac at 50 or 60 Hz. An auxiliary supply is required for internal power supply
generation and main supply contactor sequencing. Coding is derived from the main power
terminals and is functional over the whole input voltage range.

The Speed of the DC Motor is controlled using a linear closed loop system with a feedback
signal from either tachogenerator or armature voltage, the feedback source being switch
selectable.

A current loop within the speed loop always ensures that controlled levels of current are
applied to the motor, actual levels being scaleable via programmable switches.

Motor protection is provided by a Stall detection circuit which will remove current from the
motor after approximately 60 seconds.

Controller protection is provided  by a Instantaneous Overcurrent trip circuit overriding
control in the event of a Short Circuit.
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The 514C is designed to be functionally equivalent to the 540 series controllers not a direct
replacement.  Comparisons between the two controllers connectors are included throughout
the manual.

Chapter 2 describes the terminal connectors to the 514C controller, in that section on page 2.4
is given a terminal to terminal comparison of 540/1 to 514C.
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FIELD TERMINALS 

HEATSINK

LEGEND
PLATE

CONTROL

FIXING
POINTS

PCB

PROTECTIVE
GROUND

RAMP UP

RAMP DOWN

SPEED PROPORTIONAL

CURRENT LIMIT

IR COMPENSATION

MAX SPEED CALIBRATION

ZERO SPEED ADJUST

ZERO SPEED THRESHOLD

SPEED INTEGRAL

CURRENT  PROPORTIONAL

CURRENT  INTEGRAL

P1

P2

P3

P4

P5

P6

P7

P8

P9

P10

P11

P12

L2    STALL TRIP

L1    POWER ON

L3    OVERCURRENT

L4    PLL LOCK

L5    CURRENT LIMIT

POWER
PCB

AUXILIARY

POWER
TERMINALS

SW1
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CAUTION

CAUTION

AVERTISSEMENT

CAUTION

1

��
SW1

TenthsUnitTens

1 2  3 4 5  6 7 8 9 10

�������������� ���� �� � ��

DIAGNOSTIC SOCKET

Option Switches

Current Calibration
Switches

Before Switching ON Refer to the Manual for Installation and Safety,
Switch and Transformer Setting Information.

Risk of Electric Shock - More than One Disconnect Switch may be Required
to De-energise the Equipment Before Servicing

Risque de decharge electrique.  La coupure de plusieurs interrupteurs pout
etre necessaire avant utilisation - voir le schema

Compatible with Type B RCD Protection Devices Only

 �����
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������
���	�

CONTROL TERMINAL BLOCK

SUPPLY
AUXILIARY SUPPLY
SELECTOR SWITCH 

242322212019181716151413121110 9 8 7 6 5 4 3 2 1
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Notes:- (1) Permanent earthing mandatory.

(2) See page 3-2 for filter watt loss information.
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Notes: These levels of performance are achieved when installed as specified with the
recommended Supply Filter.

* Achieved with up to 50m of motor cable. # Achieved with unscreened signal 
and control cables.
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FS5 FS6

1 3 4 5 6 7 8 9 10 11 12 14 15 16 19 2313

10K

SPEED

FS1

L1 L2/N

FS2

A4

RUN
TACHOGENERATOR

Branch Protection (Fuses or Circuit Breaker)

10K

10K
100%

CURRENT
LIMIT

EXTERNAL

(Optional)

SETPOINT

Speed RelayHealth Relay

PE

0 to

24 A3 A2 A1

AC Supply Contactor

22

Microtherm

A+ A- F+ F-FL1 FL2

FS3 FS4

DC Motor

OPTIONAL

20

ENABLE

Auxillary AC Supply

Mains Supply

PE
,(�

Signal Ground

1

2

GND

1 It is recommended that the “0V/common” be connected to protective earth/ground for safety
reasons.  In a system comprising of more than one controller, the 0V/common” signals
should be connected together and joined to protective earth/ground at one point only.

2 Stall override link between terminals 14 and 15 required when using controller in current
control.

�������"�������������%���

Product
L1
L2
PE

F+
F-

A+
A-
PE

PE

DC MotorScreened Cable

AC Supply

PE

FL1
FL2

Filter

Screened Cable

PE

A3
A4
A1
A2

For more guidelines/details, see Eurotherm Drives EMC Installation Guidelines for Modules and
Systems part number HA388879 available from your local Eurotherm Drives office.
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The +24v supply from the drive (terminal T24) is for use with the drive only.  It
should be used with the RUN circuit (terminal 5) to control the drives internal
relay to switch the contactor and can be used with the ENABLE circuit (terminal
T20).

DO NOT use the +24v supply to power any circuit or device external to the
drive.  This includes external relays, PLC’s, and any other equipment.

Using the +24v external to the drive could result in drive malfunction or damage,
damage to connected equipment, and could endanger personnel.
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NOTE WHEN A 514C IS USED TO REPLACE A 540 WITH THE HEALTH AND/OR ZERO
SPEED RELAYS UTILISED THE RELAYS MUST BE RECONNECTED BETWEEN
OUTPUT AND SIGNAL COMMON  NOT +24V.
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Before connecting AC supplies to this equipment.

1) Ensure good airflow over the heatsink.  Maintain clearance of 75mm above and below
controller.  For safety maintain a clearance of 20mm at the sides of the controller.

2) Operating temperature range does not exceed 0 to +40�C.

3) Controller is used in a Pollution Degree 2 environment.

4) Avoid vibration.
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Before Switching ON Refer to the Manual for Installation and Safety,
Switch and Transformer Setting Information.

Risk of Electric Shock - More than One Disconnect Switch may be Required
to De-energise the Equipment Before Servicing

Risque de decharge electrique.  La coupure de plusieurs interrupteurs pout
etre necessaire avant utilisation - voir le schema

Compatible with Type B RCD Protection Devices Only
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1) Ensure motor is mechanically secure and mounted according to manufacturers
specifications and practice.

2) Inspect brush gear, ensure commutator is in good condition and brushes are free to move
in brush box and in good condition.

3) Check obstructions in motor vents to maintain cooling air path.

4) Ensure motor armature choke (if specified) is correctly wired.

5) Ensure motor is free to rotate and that pulleys and couplings are correctly aligned.

6) Ensure transit damage has not occurred to motor windings or connections.  Disconnect the
controller before carrying out electrical measurement e.g. insulation resistance.
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1) Although the controller is designed to provide double or reinforced insulation between the
user and bare live parts, it is recommended that the “0v/Signal Ground” is earthed.  Where
a number of controllers are used in a system the “0v/Signal Ground” terminals should be
grounded together and earthed at one point.

2) The controller is designed for armature current form factor of 1.5 or less.  It is
recommended that a armature choke be fitted where a form factor of less than 1.5 current
cannot be guaranteed.

3) Due to the earth leakage currents the controller and filter should be permanently earthed.
This can be achieved by either connecting two earthing conductors of the required value,
see table 3.1, or connecting one earthing conductor of at least 10mm2.

4) Unused Analogue Inputs should be “grounded” (i.e., connected to 0V/Signal Ground) to
eliminate interference.

-�(�%,-�(�%,-�(�%,-�(�%,

1) Control cabling 0.75sq.mm minimum.

Auxiliary supply cable 1.5mm2

Field cable 1.5mm2

2) Power cable to be minimum 600VAC rated at 1.5 x armature current.

3) High speed semi-conductor fuses of the correct rating are recommended for incoming
supply protection.  The 514C is not internally fused.

4) Ensure a protective earth connection is made compatible with the rating.

5) Isolated control wiring should not be run close to the power cabling.  If screened cables are
used (recommended on setpoints and tachogenerators) connect screens to earth only at
controller end.

6) Eurotherm Drives can supply fuse assemblies which can be bulkhead mounted and also act
as convenient supply isolators.
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Note:- The cable sizes shown are based on a Form Factor of 1.5 and an overload allowance of
110% (giving a multiplier of 1.65), they are selected for the notional rating of each controller.
Smaller cable may be used if the controller is calibrated at a lower current level.

Terminal Tightening Torques
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Applicable to 514C models when supplied at 110/120Vac and 220/240Vac only.
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An External Motor Overload Protective Device must be provided by the Installer.  This device
can comprise of a Thermal Sensor within the Motor Winding monitored by an external Relay
but this combination cannot be evaluated by UL, hence it is the responsibility of the
installer/local inspector to determine whether the combination is in compliance with the
National Electrical Code or Local Code requirements.
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UL Listed (JDDZ) non-renewable cartridge fuses, rated 300Vac, must be installed upstream of
the drive.

The current rating of the fuse selected must not exceed 50A.
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These controllers are suitable for use on a circuit capable of delivering not more than 5000
RMS symmetrical amperes, 240V Maximum.
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Use 60oC or 60/75oC Copper Conductors only.
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The field grounding terminal is identified by the International Grounding Symbol (IEC
Publication 417, Symbol 5019).
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For the correct value of tightening torque, refer to Chapter 3 “Electrical Installation”.
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For correct field wiring connections that are to be made to each terminal, refer to Chapter 2
“Pre-Installation Planning”.
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UL Compression Lug Kits are available for the Controllers which provide sets of lugs suitable
for the following ratings. These lugs must be applied with the correct tooling as described in
the Installation Instructions provided with each kit.

The following terminal kits are available for the connection of Power Cabling.

2��� ������� ������������& �����(
��&�

 ������ �������1�

���	����*��� ��� � �� �	��-,���	�����

� �� ����-,��������

� ,("*%� ����-,��������

���	����*��� ��� � �� ���-,���������

� �� ���-,���������

� ,("*%� ����-,��������

The above wire sizes for AC and DC terminations are  based on a form factor of 1.5 and a
maximum overload requirement of 150% as specified in UL Standard 508C.
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Example:

(a) Customer wishes to run motor at 1500rpm with a 60V/1000rpm tachogenerator.

Feedback voltage = 90V.

From Table 4.1 set SW1 OFF SW2 OFF adjust P10 to give desired speed.

(b) Customer wishes to run motor at 2000rpm with 320V armature.

Feedback voltage = 320V

From Table 4.1 set SW1 ON SW2 OFF adjust P10 to give desired speed.

Note:-  It is necessary to set these switches for both tachogenerator and armature voltage feedback.
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Default switch settings are

SW1/1 = Off SW1/2 = On SW1/3 = On SW1/4 = Off SW1/5 = Off SW1/6 = Off

SW1/7 = Off SW1/8 = On SW1/9 = Off SW1/10 = Off
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Current Calibration is achieved using the BCD switches SW2, 3 and 4 where SW2 represents the
'Tens'; SW3 represents the 'Units' and SW4 represents the 'Tenths'. Thus a 16.5 amp calibration is
achieved by setting switch SW2 to 1, SW3 to 6, and SW4 to 5.
Please note that incorrect adjustment of these switches will cause excessive current to flow
which may cause damage to the motor and the controller. The absolute maximum setting
which can be set is 39.9 amps, this exceeds the Maximum Controller rating in all builds.
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BEFORE ATTEMPTING TO CONNECT POWER:-

�"% ("��	(�"% ("��	(�"% ("��	(�"% ("��	(
Check:-

1. The Auxiliary Supply Voltage is correctly selected on the Power Board.

2. The Main Power Supply Voltage is within the operating range of the controller.

3. The Armature Voltage and current ratings are compatible with controller supplied.

4. The Field Voltage and current ratings are suitable.

5. All external wiring circuits are correct, i.e:- a)  Auxiliary connections

b) Power connections

c) Control connections

d) Motor connections

NOTE: Completely disconnect the controller before point to point checking with a buzzer or
when checking insulation with a megger.

6. For damage to equipment.

7. For loose ends, clippings, drilling swarf etc., lodged in the drive or ancillary equipment.

�" "(�" "(�" "(�" "(

1. Inspect the motor, in particular the commutator for any extraneous matter.  If an air supply is
available, it is recommended to blow over the commutator.

 Check the brushes are properly seated and that the brush spring tension is adequate.

If possible check that the motor (and vent fan if fitted) can be turned freely by hand.

 ����������
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Check:-

1. That rotation of the motor in either direction will not cause damage.

2. That nobody else is working on another part of the equipment that will be affected by
powering up.

3. That other equipment will not be adversely affected by powering up.

�"% ("��	(�"% ("��	(�"% ("��	(�"% ("��	(

1. Prevent application of the main power supply by removal of the supply fuses.

2. Disconnect the load from the motor shaft if possible.

3. If there is any doubt as to the integrity of a particular installation, insert a high wattage resistor
(i.e. fire bar elements) in series with the motor armature.

4. If it is possible to rotate the motor, and tachogenerator feedback is in use, check that forward
rotation results in positive tacho feedback, i.e. terminal 1 is positive with respect to terminal 8
or 11.
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5. Check switch selection

SW1/1 ) Speed Range (see table 4.1)
SW1/2 )
SW1/3 Tachogenerator / VA (see switch options on page 4.1)
SW1/4 Zero Speed / Zero Setpoint (see switch options on page 4.1)
SW1/5 Current Meter Output
SW1/6 Use of Setpoint Ramp
SW1/7 Standstill Logic
SW1/8 Current Demand strategy
SW1/9 Contactor Drop Out on Over-Current
SW1/10 Zero Setpoint source

6. SW2, 3 and 4 Check Current Calibration.

7. Check all pots are set thus:-

Potentiometers P4, P5, P6, P8, P10, P12 fully anticlockwise.

(Potentiometer P5 will be set to 90% clockwise when the drive is unpacked).

Potentiometers P1, P2 , P3 and P6 mid position.

Potentiometer P11 should be left at the factory set position (approximately midway) until zero
speed adjustment is required.

8. Check auxiliary supply transformer tap is compatible with the auxiliary  supply voltage.

9. Check external run contacts are open.

10. Check external set points are all zero.

 �$�����
Although fairly general, the following assumes the system to be a simple speed control drive
and motor.

1. When all the preceding steps are completed the auxiliary power supply can be connected to
terminals A3 and A4, (but do not connect the L1 and L2 main power supply at this stage).
Immediately check that the correct voltage appears between A3 and A4.

2. Now check:-

i) The drive condition indicators - these are 5 LED lamps at the top left corner of the
product.  The “Power-On” should be on.

ii) Check that the +24v (nominal) supply at terminal T24 (with respect to T8 or T11) is
between 22 and 30 volts dc.

iii) If a Diagnostic Test Unit (5570) is available, check the ± 15v supplies on switch
positions 1 and 4.

iv) Check the + 10v supply rail:

Switch to diagnostic test point 2 or measure the voltage between terminals T14 (+10v)
and T8 (0v).

v) Check the -10v supply rail:
Switch to diagnostic test point 3 or measure the voltage between terminals T16 (-10v)
and T8 (0v).

Note:-  If the supply voltages are incorrect check setting of Auxiliary Supply Selector
Switch.
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3. If a Diagnostic Test Unit is available, check that all other test point readings are as shown in
Diagnostic Chart 3.

4. Check that a speed demand signal is available.  This will normally appear as an input to the
Setpoint Ramp on terminal T13 (diagnostic test point 11).

Additional setpoint inputs may also appear at:
Positive trim, terminal T10 (diagnostic 12)
Negative trim, terminal T17 (diagnostic 13)

Note:  The sum of the setpoint voltages appears at terminal T12 (diagnostic 15) as the Total
Setpoint voltage.

5. Check the polarity of the tachogenerator signal, if  used, by rotating the motor shaft manually in
the “forward” direction (i.e., the direction which should correspond to a positive setpoint at T13):

The voltage at terminal T1 (or T3) should go positive.

If armature voltage feedback is being used the polarity of the feedback signal is inherently
correct.  It is however important to ensure that the speed scaling has been set correctly even in
armature voltage feedback mode.

6. Apply the ‘RUN’ signal to T5 and maintain.

The main supply contactor (L1 and L2) should close.

Remove the ‘RUN’ signal.

The main supply contactor should open.  If not disconnect all power supplies and check the
run circuit and contactor wiring.

Note:  The main contactor should NEVER be operated by any means other than the drive
internal contactor control circuit as shown in the basic wiring diagram.

����
���

DO NOT PROCEED FURTHER UNLESS THE RUN CIRCUIT AND
CONTACTOR OPERATE CORRECTLY.

7. Turn off all power supplies to the equipment and when the whole system is totally isolated
and safe, re-connect the Main L1 and L2 supply.

8. Turn on Auxiliary single phase supply.

9. Turn on Main L1 and L2 supply.

10. Turn the Speed Setpoints to zero so that the Total Setpoint voltage is zero (terminal T12,
Diagnostic 15).

11. Check that the Main Current Limit preset (P5) is turned to zero (fully anti-clockwise).

12. Initiate “Drive Run” and immediately check that the correct field voltage appears between
terminals F+ and F-.  Note that this will be high voltage dc, so proceed with extreme caution.

Do not continue if this is not correct, but switch off all supplies and check Field Voltage is
compatible with supply.

Check that the motor ventilation fan, if fitted, is rotating in the correct direction.  Check the
direction visually as the fan starts since a centrifugal fan may produce considerable air flow
even when rotating in the wrong direction.

13. Check that LED 4 PLL Lock is illuminated.  Refer to the Diagnostic section for explanation of
the LED functions.

14. Check that the Standstill Logic is switched OFF (SW1/7).

NOTE:-
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a) During the following stages (15 and 16) be ready to stop the drive immediately should
the motor overspeed.

b) Before altering any connections make sure that all Auxiliary and Main power supplies
are totally isolated from the drive and equipment and that the motor is stationary.

15. Adjust the Speed Setpoint so that the Total Setpoint voltage is about 0.5 Volts (terminal T12,
Diagnostic 15).

Note:-  If the Ramped Speed Setpoint is being used with default ramp settings the total
setpoint will take time to change.

Slowly increase the Main Current Limit setting (P5) up to about 20% FLC (i.e., not more that 1
volt at Diagnostic test position 24).  Since the Total Setpoint is set to 0.5v the motor speed should
increase to only 5% of full speed.  If this speed is exceeded, than the tacho polarity is wrong or
tacho scaling is incorrect, quickly turn the Main Current Limited (P5) to zero (anti-clockwise).

Initiate Stop and de-energise the controller.

If overspeeding occurred while using a tachogenerator for speed feedback correct the wiring
as follows:

Problem Action
a)

b)

Direction correct but overspeeding:

Direction incorrect and overspeeding:

Reverse tacho polarity only

Reverse field polarity only

When armature voltage feedback is used for speed feedback it is direction insensitive and
overspeeding due to incorrect feedback cannot occur, excess speed is probably due to
incorrect feedback scaling, check setting of  switches SW1 and SW2.

If the motor runs under control but in the wrong direction correct as follows either:-

a)

b)

Armature Control

Tachogenerator Control

Reverse Field polarity

Reverse Field and Tachogenerator Polarity

16. When the Main Current Limited (P5) set to about 20% FLC slowly increase the Total Setpoint
voltage to +1 volt (terminal T12, Diagnostic 15).  The motor should now run at about 10%
Full Speed.

Note:  When correctly connected and operating normally at constant speed the Speed Feedback
voltage (Diagnostic 16) will be equal to the Total Setpoint voltage (Diagnostic 15) but is of the
opposite polarity.  Under these conditions the Speed Error voltage (Diagnostic 17) will be zero.
If this condition cannot be achieved, the system is probably in current limit (this is likely at this
stage if the output load is coupled to the motor shaft).  Increase the setting of the Main Current
Limit (P5) slowly until the motor accelerates to set speed and the Speed Error signal falls to zero.

17. Adjust the Total Setpoint voltage to about -1v and check that the motor runs in control in the
reverse direction.

18. Set the Speed Setpoint to zero and adjust the Speed Zero preset potentiometer (P11) for
minimum shaft creep.  (Alternatively the Speed Zero potentiometer may be used to adjust the
balance of maximum speed in forward and reverse directions).

19. Gradually increase the Speed Setpoint to maximum and check that the shaft speed is
nominally correct.  Adjust P10 to desired speed.  Check that the armature voltage does not
exceed rated value.

Note:  If the load is connected to the motor it may be necessary to increase the Main Current
Limit control (P5) setting to achieve full speed.

20. Reverse the Speed Setpoint and check the maximum reverse speed.
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21. Set the Main Current Limit (P5) to maximum.  If in doubt monitor Diagnostic 24 and set to 5v
i.e., 100% current.

����
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If the controller is operating in tachogenerator mode the IR compensation potentiometer (P8)
must be anti-clockwise.

The Proportional and Integral potentiometers (P3, P4, P6 P7) as preset by Eurotherm Drives
will provide stable and responsive performance under most load conditions.  Thus if
instability is observed it is important to first check the load and coupling:

If there is a cyclic variation of the armature current check the mechanical couplings to the load
- this is a common cause of apparent instability in either the speed or motor current.  If speed
instability is present check whether the repetition rate of the instability is related to  the
mechanical revolution of the load - if it is then the instability frequency will vary with speed.
This form of instability may be reduced by adjustment of the drive presets, but total
elimination of the problem may require improvement of the load characteristics.

Instability due to incorrect setting of the drive control parameters can occur and is
recognisable because its frequency will be independent of the motor speed.  If this form of
instability is present, or if the application demands that the drive is trimmed for optimum
response, then the stability controls may be adjusted as follows.  Note that while the speed
stability and response may be improved without the use of a Diagnostic Unit or Oscilloscope
it is difficult to optimise the current response without such instrumentation.  Consequently,
the following procedure assumes that both instruments are available.

�������������!4���'����� ����!� ��

1. With all power supplies disconnected, disconnect the field wires from terminals F+ and F-
labelling each wire clearly so that it can later be reconnected with the correct polarity.
Connect the Stall Override terminal T15 to +10v.

NOTE:

(i) It is now possible to operate the motor in a stalled condition.  Great care must be taken
not to damage the motor by overheating.  If the motor is fitted with a force ventilation
fan, arrange that it is connected and running during the test.  In any case DO NOT
remain in the stalled condition for long periods.

(ii) Although the field supply is disconnected the motor may still produce some torque due
to residual or compound field flux.  It is essential therefore, to mechanically lock the
motor shaft, or apply sufficient load to prevent rotation during the following procedure.

2. The optimum setting of the Current Proportional and Integral presets (P6 and P7) depends, to
some extent, on the setting of the Main Current Limit (P5).  Thus P5 should be correctly
adjusted to suit the load, before adjustment of P6 and P7 is attempted.

3. When the Main Current Limit control is correctly set, proceed as follows:

Ensure that a step change can be applied to the speed setpoint path.

Connect the Diagnostic Unit to the Control printed circuit board.  Connect the Oscilloscope to
the output sockets on the Diagnostic Unit and switch to Diagnostic 26.  This provides access
to a safe, isolated signal representing the armature current waveform where ± 1.1v = ± 100%
full  load current.
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4. Reconnect the supplies, switch on and RUN.  Observe the armature current waveform while
changing the polarity of the Current Demand signal (by varying the Speed Setpoint).  With each
change of Current Demand polarity the current should increase rapidly, but without overshoot
and then remain steady.  If necessary adjust P6 and P7 slowly to obtain a Critically Damped
performance, i.e., the fastest response possible without overshoot, as shown in Figure 3.

Figures 1 and 2 show typical armature current waveforms where P6 and P7 are incorrectly set
and indicate the adjustment required to improve the drive performance to conform with that of
Figure 3.

In general, clockwise rotation of the presets will improve the speed of response, but rotating
the controls too far will tend to introduce overshoot.
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5. When the Current Loop response adjustment is completed, switch off the drive and disconnect
all supplies.
Reconnect the field wires to terminals F+ and F- ensuring that they are replaced in their
original positions i.e., with correct polarity.  Remove any mechanical devices previously used
to lock the motor shaft.

����!�������!4���'����� 	���!� ��
1. If the Speed Setpoint is applied via the setpoint ramp turn P1 and P2 fully clockwise

minimum ramp time.  Set the Speed Setpoint to zero.  Switch the Diagnostic Unit to position
16 so that the Oscilloscope displays the scaled Tacho Feedback signal (± 2.7v = ± 100%).

2. Reconnect the supplies switch on and
initiate “Run”.  Apply a small set
change (about 20%) to the Speed
Setpoint input and observe the speed
response.  If necessary adjust the Speed
Proportional and Speed Integral presets
(P3 and P4) gradually to obtain a
Critically Damped performance, i.e.,
the fastest response possible without
overshoot, as shown in Figure 4, Curve
(c).  In general, clockwise rotation of
the presets will improve the rate of
response, but advancing the controls
too far will tend to introduce overshoot.
The optimum setting of P3 and P4 will
be a compromise between the two
extremes shown in Curves (a) and (b),
Figure 4.

(a)  Under Damped

(b)  Over Damped

(c)  Critically Damped

X %

SPEED
FEEDBACK
(Diagnostic 16)

X %

SPEED
SETPOINT
(Diagnostic 15)

TIME

TIME

FIGURE 4. TYPICAL SPEED RESPONSE CURVES
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RAMP UP

RAMP DOWN

SPEED PROPORTIONAL

CURRENT LIMIT

IR COMPENSATION

MAX SPEED CALIBRATION

ZERO SPEED ADJUST

ZERO SPEED THRESHOLD

SPEED INTEGRAL

CURRENT  PROPORTIONAL

CURRENT  INTEGRAL

P1

P2

P3

P4

P5

P6

P7

P8

P9

P10

P11

P12

L2    STALL TRIP

L1    POWER ON

L3    OVERCURRENT

L4    PLL LOCK

L5    CURRENT LIMIT

SW1
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CAUTION

CAUTION

AVERTISSEMENT

CAUTION

1

��

1 2  3 4 5  6 7 8 9 10
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Before Switching ON Refer to the Manual for Installation and Safety,
Switch and Transformer Setting Information.

Risk of Electric Shock - More than One Disconnect Switch may be Required
to De-energise the Equipment Before Servicing

Risque de decharge electrique.  La coupure de plusieurs interrupteurs pout
etre necessaire avant utilisation - voir le schema

Compatible with Type B RCD Protection Devices Only
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When a fault occurs the drive will trip and display the cause of the trip on the indicator LEDs
or on the diagnostic (test point 6) for the Thermistor/Microtherm Trip.

The Stall Trip (LED2 on) and the Thermistor/Microtherm Trip are reset by re-applying the run
signal to Terminal 5.  The drive will then re-start.  (It is necessary to remove then re-apply the
run signal.)

An Overcurrent (LED3 on) is not reset by the Run signal re-application as this trip can
indicate that a major fault has occurred.  The overcurrent trip is reset by removing then re-
applying the auxiliary supply.  Remove the Run signal before removing the auxiliary supply.

Resetting the Stall Trip does not reset the drive’s internal timer that caused the trip.  If the
drive is operated in current limit (LED5 illuminated) immediately after a Stall Trip the trip
could re-occur.  This protects the drive and the motor from continuous overload operation.
However, it is possible to prevent the stall trip by using the Stall Override (Terminal 15)
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The product has no user serviceable parts and should be returned to Eurotherm Drives for
repair.  The product should be returned in the original packaging if possible or else reasonable
care should be taken in the packing of the product to ensure that no transport damage be
incurred.

Technical Support can be obtained by contacting Eurotherm Drives at the address given or
your local supplier.


